
 

 

KURŞUN LEVHA 

Kurşun Levha, Röntgen Odalarında Zırhlama 

Amacıyla Kullanılmaktadır. Uluslararası 

Standartlara Uygun Kurşun Levhalar, 

Zırhlama Amacıyla Kullanılacaksa %99.99 

Saflık Değerine Sahip Olmalıdır. Zırhlama 

Amacıyla Kullanılacak Kurşun Levhaların 

Özellikleri Aşağıda Belirtilmiştir. 

1. Yüksek Saflık Derecesine Sahip 

Olmalıdır. 

2. Her Noktasında Aynı Değeri Vermelidir. 

3. Özel Saflaştırılmış Döküm Yöntemi İle 

Üretilmelidir. 

4. Haddeleme İşlemi Pürüzsüz ve Balanslı 

Merdaneler İle Yapılmalıdır. 

5. Geri Dönüşüm Kurşun Kullanılmamalı, 

Külçe Kurşundan İmalat Yapılmalıdır. 

LEAD SHEET 

Lead Sheet is Used for Armoring in X-Ray 

Rooms. Lead Plates Conforming to 

International Standards Should Have 99.99% 

Purity Value If They Are To Be Used For 

Armoring. The Characteristics of Lead Plates 

to be Used for Armoring are Given Below. 

1. It must have a high degree of purity. 

2. It should give the same value at every 

point. 

3. It must be produced by a Special Purified 

Casting Method. 

4. Rolling should be done with smooth and 

balanced rollers. 

5. Recycling Lead should not be used, 

Manufacturing should be made from Lead 

Bullion. 
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